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Addendum #1 
 

Ques)ons & Answers 

1. Ques)on: On Sheet 13, Figure 5-8....Note 1 and detail states 24" minimum cover per county 

standards above u)li)es. Cross sec)on views show finished grade in mul)ple areas less than 24 

inches and call for 1' minimum cover. Is this county standard being waived for this project and 

shall contractor plan on depths provided by the cross sec)ons? 

a. Answer: The 24” minimum cover per county standard above u)li)es. This applies to 

Electric, Gas, and Fiber, etc.  Not to the storm sewer pipe.  

2. Ques)on: Does the 24" overlap milling need to happen on the trail side as well or just the drive 

lanes? 

a. The 24” overlap milling Does Not need to happen on the trail (Pedestrian Path). 

b. The 24” overlap milling Does NOT need to happen on the road (Ryan Gulch Road). 

3. Ques)on: A?er milling the 24" on the drive lane, is it incidental to re-stripe the fog line as part of 

the HMA? If so, can you provide what type of stripe is required? Epoxy, Inlaid... 

a. Answer: No restriping is an)cipated at this )me. If striping needs to occur, it will be 

completed outside of this contract. 

 

Clarifica)ons and Addi)ons: 

1. Traffic Control: Traffic Control shall: 

a. Ryan Gulch Road (North Bound): Shall remain open to through traffic. 

b. Ryan Gulch Road (South Bound): Can be closed throughout construc)on with traffic 

detoured around Poplar Circle.  

c. All other requirements such as emergency service access, local access, etc. shall remain 

in accordance with the Project Manual. 

2. Rebar: at each Valley Pan Drain Inlet, rebar shall be installed.  

a. #4 rebar 

b. 18-inches long 

c. two on each side for a total of four per storm drain inlet 

3. Non-Mandatory Pre-Bid Mee)ng Sign in sheet is aFached. 




